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1 Software Installation

1.1 Overview

This software is a powerful Central Control Software. The system s
distributed framework with more windows, multiple previews, video
recording, local and remote review, log query, alarm playback and remote
configuration. The user interface is friendly; operation is simple and it is
convenient to conduct authority seftings.

The software can applied on the connection of different type or model
devices( For example, NCV, IPCAM etc.). This manual focuses on the
software operation and takes NVR's connection as the example. As for the
specific device's function setfting, please check the relative instruction.

This manual is for the person who is in charge of plan, execution or
review the monitor, and the hardware installation. So the person should be
equiped with basic operation knowledge and experience of the relative
devices( such as NCV, IPCAM etc.)

1.2 Software Installation
Find out and double click the file "HeroSpeedCMS.exe", and then the
dialog pops up as below.

) HeroSpeedCMS Z=&72r Ed
Options i

Select the options you want and click Next to continue.

R RIR:

English v

HEHC)

(1) choose the system language you need, click "Next", the dialog
appears as below.
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Hame:

user

Company:

I < Back

J

HNext >

) |

Cancel ]

(2) Input the user information, click "Next", the dialog appears as

below.

jr—

! ‘%‘sﬂal_lation Folder )
ﬁqcvoﬂd you like HeroSpeedCMS to be installed?

an existing folder.

Install HeroSpeedCMS to:

The software will be installed in the folder listed below. To select a
different location, either type in a new path, or click Change to browse for

C:\Program Files\HeroSpeedCHS

Space required: 36.4 MB
Space available on selected drive: 22.99 GB

Change. ..

[ < Back

] [

Hext >

] |

Cancel ]

(3) Click"Change", select the install location, the default location is
"C:\Program Files\HeroSpeedCMS", click "Next", choose the type, see the

below picture.
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g; tcut Folder
ﬁefmmﬂd you like the shortcuts to be instal.

f—

The shorteut icons will be created in the folder indicated below. If you
don’ t want to use the default folder, you can either type a new name, or
select an existing folder from the list.

Shortcut Folder:
HeroSpeedCMS v

© Install shortcuts for current user only

(7) Make shortcuts available to all users

ﬁ: r to Install
are now ready to install HeroSpeedCMS 4.1.

jr—

The installer now has enough information to install HeroSpeedCMS on your
computer.

The following settings will be used:
Install folder: C:\Program Files\HeroSpeedCMS
Shortcut folder: HeroSpeedCHS

Please click Next to proceed with the installation.

[ < Back ] E Hext > ; [ Cancel ]

(5) Click "Next" to start installing. The progress bar as below.
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Installing Files. ..
C:%Program Files\HeroSpeedCMShsimsun. ttc
I

(6) Click "finish" to finish the installation.

Installation Successful

The HeroSpeedCMS 4.1.0.3 installation is
complete.

Thank you for choosing HeroSpeedCMS!

Please click Finish to exit this installer.

[ < Back ] E Finish i [ Cancel ]

(7) After finish, it will remind you "Initialization completed”, then the

ﬁ appears on the desktop.

@ Installation is complete! Please reload your webpage




Infroduction To Basic Function

2.1 Login System

=
After finish the installation double click % on the desktop. The log-in
screen appears. In the first log-in, you should register a user, the user is the
system administrator with all the authority. You should set the user name
and password (such as, user name: admin, password: admin).

- o,
v CMS Register

|
©@>

2.2 CMS Operating Interface

After finish the user name and password, click "OK", then enter the
Operating Interface as below picture.

G Herospeed Client

¢ 1PC_172.18.190.101 554
-8 NVR_172.18.190.106_104.
-84 NVR_172.18.190.95_105
)-8 PC_172.18.190.64 1206
& (cHor
@4 PC_172.18.190.67_554
-84 IPC_172:18.190.66.554
¢ IPC_172:18.190.63_1205
> 9092
¢ IPC_172.18.191.92 554

Send video preview request zuccess
TFC 172 18. {80 64 1208
172718, 180, 64_i208)

B E L E R
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2.2.1 Operating Zone

During the visual preview, the user can do it in the operating zone. Click
the right mouse button, you can conduct the configuration of system video

play.
2.2.2 Menu
The user can choose to set single menu and its sub-menu in the MENU.
1
EHE Device list
¢ IPC_172.18.190.102_554
¢ IPC_172.18.190.101 554
@84 NVR_172.18.190.106_104
M« NVR_172.18.190.95_105
E-md¢ IPC_172.18.190.64_1206
€ CHo1
¢ IPC_172.18.190.67_554
¢ IPC_172.18.190.66_554
¢ IPC_172.18.190.63_1205
¢ IPC_172.18.191.93 9092
¢ IPC_172.18.191.92 554
i= Growp list 2
N Configuration 3
& Tool 4
No. Name Note
1 Device List Device List, see chapter 5.1
2 Group List group list, see chapter 5.1
Device Management, Time-table
) . configuration, Linked preplan
Configuration .g . prep
3 configuration, user management,
management . . .
configuration lead-in & lead-out, Group
management, see chapter 3
4 Tool Log Query, Batch setting, Version
information, see chapter 4

2.2.3 Shortcut Toolbar

Through the shortcut

toolbar, the wuser can conduct

management, video replay and setting local configuration etc.

device
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No. Name Note
: Device Include mobile detect alarm, screen
Management mask alarm etc., see chapter 3.1.

Present all the running video channel,
see chapter 6.1.

Pop up local replay of common video
and alarm displayer, see chapter 6.2.
The modify of parameter and

2 Video Channel

3 Video Replay

4 Basic Configuration password of the system configuration,
see chapter 6.3.
5 Log Out The user's log out, see chapter 6.5.
6 Alarm Equipped  with  terminal  alarm
Configuration function.

2.2.4 Screen Division And Polling Tool Bar

The user can choose the quantity of monitoring channels and to set the
display mode.

(288 S Ll ) ke E b b i (251 (36 [ [0 [
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No. Name Note

: Scanning Grade Sconning real-fime and smooth
level setting.

9 Full Screen Switch to Full Screen, see chapter
5.1.1.

3 split Screen Control Multi-screen preview, see
chapter 5.1.1.
Video freely scan mode and video

4 Play Mode Switch display group polling mode, see
chapter 5.1.

5 Polling Pause During the visual polling, the polling
can be paused.
During the poling pause, the

6 Polling Recover poling can be recovered. See
chapter 5.1.4.

2.2.5 Zoom Toolbar

By the Zoom Toolbar, the user can zoom preview zone, take video and
picture.

Q q 0O X

No. Name Note

: Enlarge Enlarge the place you click on the preview
screen, see chapter 5.1.1.

5 NGITow Narrow the place you click on the preview
screen, see chapter 5.1.1.

3 Video Record the video, see chapter 5.2.2.

4 Picture Take the picture on the screen, see chapter
5.2.1.

5 Shutdown Shut down the channel, see chapter 5.1.1.
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2.2.6 Message Prompt Box

The massage prompt is as the below picture. During the configuration
and operation, the system will record operating information automatically
and prompt with Message Prompt Box.

& Message =]

Send wideo preview request success:
IPC_172.18.190.66_554 (
172.18. 190. 66_554)




3 Configuration Management

3.1 Device Management

Before the software operation, you should add the device and make
the configuration. Click the Log Query on "Tool" of menu, then the device
management interface comes out as below picture:

Device ()
Right click to add area or device
EME Device list | | |
@ IPC_172.18.190.102 554 ‘ ‘ ‘
€3 CHoL
@ IPC_172.18.190.101 554
Local channel setting
€3 CcHo1
¢ NVR_172.18.190.106_1
€
€8 CHO2
€8 CHO3
€ CcHo4 >
€8 cHos x| Applies To ALl Devices
€8 CHO6
8 CHo7
€ cHos Ensble aute [Selact a schedule ~]
€8 CHO9
8 NVR 172.18.190.95 105
8 IPC_172.18.190.64 1206 Alarn Triggers and rules
€ cHo1 Hotion detect [Select s rule ~
8 IPC_172.18.190.67 554
& cHol e Video lost  [Select a rule -
8 [PC_172.18.190.66 554 Video shelter [Select arule  v]
€8 CHol
4 IPC_172.18.191.93 9092 Merm input  [Select a rule S
€8 CHOL
¢ IPC_172.18.191.92_554
Modify
€8 CcHo1
i D

Zone Note

@ Zone, device list.

@ Device and channel change.

3.1.1 Zone Add, Modify, Delete

Right click on the junction point of zone, choose the "Add Zone" on the
pop-up menu, then fill in the Zone Name, then click to finish the zone
adding.

Note: right click the zone, "Delete Junctfion Point", "Modify Name"
means fo delete the junction point and modify the name.

3.1.2 Manually Add

Click the "Configuration Management" on the menu, open the window
of "Device Management’, choose the "Device List", then the sub-menu
"Manual Add" of "Add New Video Device", as below picture:

10
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First: Open Add Device window.
Second: Fill the Device Name, Type and IP information. After filling, click

to confirm the add.

Third: After the add, go back to the main window, now you can double
click the device channel to see the video.

Manually add a device

Device info

Device name|

Device IP |

Usernane  |admin

Password  [RKKKK

Area name [Device list

Device type [TPCAN

=

Port [s54

Http port |80

Charnels |1

cuca

VVVY

16.

3.1.3 Online Device Detect

Device Name: Randomly fill, just as the device Identfifier.

Device Type: You can choose DVS(NVR device choose DVS) or IPCAM.
Device IP: IP address of the video server to be connected.

Channel Quantity: The quantity of video server channels. Maximum is

1. Click the "Configuration Management”, open the window "Device
Management”, choose the "Device List" and right click, then sub-menu
"Online Search" of "New Video Device", as the below picture:

Scan on-line Device

==

[T Index | DeviceType

P | Http Port

| Rtsp port [n

Select

11
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2.After the Query, choose the device you need to add and select the
number of the front box, then click the " choose device " to confirm.

Scan on-line Device (23]

" Index | DeviceType [ Deviceame [P | Http Port | Risp port [n
1 NVR_INNO 172.18.190.106 8004 104 7
2 IPCAMERA 1P Camera 172.18.190.101 80 554 o
3 IPCAMERA IP Camera 172.18.190.64 8064 1206 o
4 IPCAMERA IP Camera 172.18.190.67 80 554 o
5 IPCAMERA 1P Camera 172.18.190.66 80 554 o
IPCAMERA IP Camera 172.18.190.63 8163 1205 o

NVR_INNO 172.18.190.95 8005 105 2

IPCAMERA IP Camera 172.18.190.102 80 554 o

IPCAMERA IP Camera 172.18.191.92 8081 554 o

IPCAMERA 1P Camera 172.18.191.93 8082 9092 o

2 [ ] 0|

Search | Select |

3.1.4 Front-end Device Parameter Settings Management
Click the device name in the device management, as the below
picture:

Device

Right click to add area or device
5= Device list » Hodify nene | Delete device | Delets note |
m( IPC_172.18.190.102 554 o
€8 CHo1
¢ IPC_172.18.190.101 554
€8 CHoL
5 NVR 172.18.190.106_10{ Chonel I i
a Channel nane  |CHOL
€ CHo2 T
ve View p
€8 CHo3
& cHoa Protocol Tce -
€8 CHoS Stream type  [Sub strean - Applies To ALl Devices
€8 CHO6 i —
€8 CHo7
B cHos Enable auto  [so)ect o schedule ]|
€8 CHo9
¢ NVR_172.18.190.95_105
¢ IPC_172.18.190.64_1206| ~Alarm Triggers and ruls
& cHol Motion detect [Select » rule v
¢ IPC_172.18.190.67_554
& cHoL Video lost Select a rule -

Enable

@ [PC 172.18.190.66 554 Video shelter [Select a rule ~
& cHoL

¢ IPC_172.18.191.93 9092 Alarm input Select a rule ¥

& cHol

8 IPC_172.18.191.92 554
Modi £y
& cHol

<[ i ] »

“Local channel setting

auto record

You can modify the parameters like Device Name, Port No., and User
Name/Password etc. The default port No. is 554, and the default http port
No. is 80.

12
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Click the channel in the device management, as the below picture:

-

Device x
Right click to add area or device
E-= Device list ] | |
i IPC_172.18.190.102_554 ] | ~ |
€8 CHOL
¢ IPC_172.18.190.101_554 Ty Ry SEE Y
€8 CHoL
< NVR_172.18.190.106_10] Chanel 10 [0
L3] cro1 Chennel nane  [CHOT —_— 1
€ cHoz Live View parameters
€8 CHO3
& cHos Protocol TCP = | 2
€8 CHOS Stream type [Sub stream v Applies To ALl Devices | mummmmm 3
B CHos auto record
€8 cHo7
& cHos Ensble aute  [Select o schedule | — 4
€8 CHo9
4 NVR_172.18.190.95_105
¢ IPC_172.18.190.64_1206 | Alarm Triggers and rules
& cHol Wotion datect [Select arae ] ——| 9
¢ IPC_172.18.190.67_554
& cHoL et Video lost Select a rule v 6
5 [PC_17218.190.66_554 Video shelter [Select arite  v] == ]
€8 CHo1
@8 IPC_172.18.191.93_9092 Alarm input Select a rule hd| 8
€8 CHO1
8¢ IPC_172.18.191.92 554
[ 5
: Modify  the channel 5 UDP/TCP Network
name. fransmission protocol choice
Channel data rate
3 . 4 Time of auto-record choice.
mode choice.
Mobile detect plan . .
5 . 6 Video lost plan choice.
choice.
Video mask plan
7 . 8 Alarm input plan choice.
choice.

3.2 Schedule Configuration
Schedule is applied on the period of auto-record, you can choose the
fime to record by your own choice. The operation is like this:
First: Click the "Configuration Management’, open the "Schedule

Configuration" windo.

Second: Choose the time to record by your own will.

13
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Schedule ®|
Index Name
Neme  [sredder Batch associated cameras| BatchDefence | ; g:ﬂ:;
4 Schedule4
050 c00 1200 1800 2000 H Schedies
sun L L T T TSRS FRRAAAA £ Sy
8 Schedule8
0:00. €:00 12:00 18:00 24:00 9 Scheduled
Won T L A T AR RR O b Schede10
11 Schedule11
12 Schedule12
000 co0 1200 1800 2000
13 Schedule13
Tue [ 1 Scheduierd
15 Schedule15
000 co0 1200 1800 2400
wed T L T T ATRRS AR
000 00 1200 1800 2000
Th T S T TR RR I
000 c00 1200 1800 2400
Fi L Ay
000 c00 1200 1800 240
sat EE T e S T AFRRS AR
Modify

Third: Schedule Associated Camera.

B A Batch of associated cameraq, choose, make the

recording plan for the cameras.

Batch associated cameras
B [Ji= Device list B
D-4 1PC_172.18.190.102_554
[]€8 cHo1
[]em IPC_172.18.190.101 554
[]€8 cHor
[Jem« NVR 172.18.190.106_104
[]€8 cHor
[]€8 cHo2
[]€8 cHoz
18 cHos
[]€8 cHos
198 cHos
[]€8 cHo7
198 cHos
1€ cHog
[J®m« NVR 172.18.190.95_ 105
[[Jmm< IPC_172.18.190.64_1206

[]€8 cHor i
[Jmm¢ IPC_172.18.190.67_554
[]€8 cHor
[Jmm IPC_172.18.190.66_554
[]€8 cHo1 =
]

B single camera associated schedule, open "device management”,
choose a video channel, and select the schedule o be set in " Auto-record
" (If you chose the time regulation, the system will obey the regulation to
record automatically).

Note: This option is effective for preview video channel.

14
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